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P
Install new Type 2 Standard
Bikepath Entrance Control Option
3 as per UMS 257/2. (Do not
install log rails as part of this g
installation) Please align center of i
Bikepath Control with existing -
lamp post across the road.
Please make the distance
between the banana rails
1600mm.
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ew gate as per

Sy

Install new bollard ben
back of kerb and footpath.

o G
Install new yellow no
stopping line from existing

driveway to new deflection -

[y )
Install new yellow no stopping
line from existing lamp post to
opposite existing driveway.
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Existing lamp post.
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Install new bollards from existing lamp post to existing fence at 1m centers.
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Install new bollard between back of kerb and footpath.

089532
Line

089532
Line

089532
Polygon

089532
Group

089532
PolyLine

089532
Arc

089532
Arc

089532
Arc

089532
Arc

089532
Line

089532
Line

089532
Line

089532
Line

089532
Line

089532
Line

089532
Line

089532
Line

089532
Line

089532
Callout
Install new Type 2 Standard Bikepath Entrance Control Option 3 as per UMS 257/2.  (Do not install log rails as part of this installation) Please align center of Bikepath Control with existing lamp post across the road.  Please make the distance between the banana rails 1600mm.
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Install new yellow no stopping line from existing driveway to new deflection rail.
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Install new gate as per attach picture.  Refer to sketch 2/4.
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Install new yellow no stopping line from existing lamp post to opposite existing driveway.
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Riverside Drive
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Install new G9-20/R2-4B/R9-3 and post 1m from driveway.





